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GS 630.3 part-turn gearboxes

	 FORMCHECKBOX 
 Inquiry
	 FORMCHECKBOX 
 Offer
	 FORMCHECKBOX 
 Order
	

	Reference number:
	     
	
	Project:
	     

	Issued by:
	     
	
	Shipment:
	

	Date:
	     
	
	 FORMCHECKBOX 
 Forw. agent
	 FORMCHECKBOX 
 Air freight

	Delivery date:
	     
	
	 FORMCHECKBOX 
 Sea freight
	 FORMCHECKBOX 
      

	Delivery address:
	     
	
	
	

	
	     
	
	


	
	
	
	
	
	
	
	
	
	
	Order code
	
	Euro/unit

	Quantity:
	      GS part-turn gearboxes
	
	
	
	
	


Size:
	
	 FORMCHECKBOX 
 630.3
	
	
	
	
	
	
	
	


Primary reduction gearings:
	
	 FORMCHECKBOX 
 GZ
	 FORMCHECKBOX 
 4:1
	 FORMCHECKBOX 
 8:1
	 FORMCHECKBOX 
 16:1
	 FORMCHECKBOX 
 32:1
	 FORMCHECKBOX 
 64:1
	 FORMCHECKBOX 
 133:1
	
	
	


Version:
	
	Standard:
	 FORMCHECKBOX 
 RR
	 FORMCHECKBOX 
 LL
	
	
	

	
	Option:
	 FORMCHECKBOX 
 RL
	 FORMCHECKBOX 
 LR
	
	
	     

	Basic price:
	
	
	
	     

	Size of valve attachment:       
	
	
	
	

	
	 FORMCHECKBOX 
 F90/AUMA
	
	
	
	
	
	
	
	
	
	

	
	 FORMCHECKBOX 
 Y (with spigot)
	 FORMCHECKBOX 
 N (without spigot)
	
	     


Coupling:
	
	 FORMCHECKBOX 
 UN (unbored)
	
	
	     

	
	 FORMCHECKBOX 
 Bore according EN ISO 5211 with 1 keyway according to DIN 6885-1, diameter       mm
	KG
	
	     

	
	 FORMCHECKBOX 
 Bore according EN ISO 5211 with 2 keyways according to DIN 6885-1, diameter       mm
	KG-Nx/2-
	
	     

	
	     x=pos. of keyways
	 FORMCHECKBOX 
 A=180°
	 FORMCHECKBOX 
 B=120°
	 FORMCHECKBOX 
 C=90°
	 FORMCHECKBOX 
 D=45°
	
	
	     


Swing angle:
	
	 FORMCHECKBOX 
 Adjustable between 80 ° and 100°, adjusted to 92° or       °
	
	
	     

	
	 FORMCHECKBOX 
 Multi-turn version, without end stops
	D
	
	     


Material:
	
	 FORMCHECKBOX 
 Gearbox housing made of cast iron
	GJL
	
	     

	
	 FORMCHECKBOX 
 Worm wheel made of bronze
	BZ
	
	     


Gearbox input:
	
	 FORMCHECKBOX 
 Input shaft with parallel key according to DIN 6885-1      mm
	
	
	     

	
	 FORMCHECKBOX 
 Flange for mounting multi-turn actuator     
	F_ _
	
	     


Enclosure protection:
	
	 FORMCHECKBOX 
 IP68 Sealed pointer cover for position indication
	IP68-3
	     

	
	 FORMCHECKBOX 
 IP68-6-D Sealed pointer cover
	IP68-6-D
	     


	
	 FORMCHECKBOX 
 IP68-3-SD with protection cover
	IP68-3-SD
	     

	
	 FORMCHECKBOX 
 IP68-6-SD with protection cover
	IP68-6-SD
	     


Temperature version:
	
	 FORMCHECKBOX 
 -40 °C to +80 °C
	
	
	     

	
	 FORMCHECKBOX 
 –60 °C to +60 °C (extreme low temperature)
	EL
	
	     

	
	 FORMCHECKBOX 
 0 °C to +120 °C (high temperature)
	H
	
	     


Corrosion protection:
	
	 FORMCHECKBOX 
 KN, suitable for installation in atmosphere with a low pollutant concentration
	KN
	
	     

	
	 FORMCHECKBOX 
 KS, suitable for use in areas with high salinity, almost permanent condensation, 
     and high pollution.
	KS
	
	     

	
	 FORMCHECKBOX 
 KX, suitable for use in areas with extremely high salinity, permanent condensation, and high pollution
	KX
	
	     

	
	 FORMCHECKBOX 
 Aluminium-free version
	G
	
	     


Colour:
	
	 FORMCHECKBOX 
 Primer coated
	
	
	     

	
	 FORMCHECKBOX 
 AUMA silver-grey (similar to RAL 7037)
	
	
	     

	
	 FORMCHECKBOX 
 Special colour      
	
	
	     


Handwheel:
	
	 FORMCHECKBOX 
 Standard
	 FORMCHECKBOX 
 Lockable
	 FORMCHECKBOX 
 Special version      
	
	
	     


	
	
	
	
	
	
	
	
	
	
	Order code
	
	Euro/unit


Name plate:
	
	Language
	
	
	

	
	 FORMCHECKBOX 
 DE
	 FORMCHECKBOX 
 EN
	 FORMCHECKBOX 
 other       
	
	
	     

	
	Material
	
	
	

	
	 FORMCHECKBOX 
 AL
	 FORMCHECKBOX 
 A2
	
	
	     


Special features:
	
	 FORMCHECKBOX 
 Identification plate (KKS no. - Power Plant Classification System)
	99
	
	     

	
	
	
	
	     

	
	
	
	
	     

	
	
	
	
	     

	
	
	
	
	     

	
	
	Total price/unit
	
	
	     

	
	
	x Unit(s)      
	
	
	

	
	
	Total price
	
	
	     


Note:   The respective standard version is printed in bold letters
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